2. Cable 1/4-inch in diameter or less shall use heat shrinkable sleeving
(MIL-1-23053/5) per paragraph 3.5.2 and 3.5.3.

3. Coaxial cables shall have required marking per paragraph 3.5.2 and
3.5.3 on heat shrinkable tubing (MIL-I-23053/5).

b. Marking Samples. The cable or wire identification marking and typical
terminal end markings are shown in the following samples:

1. Cable with one end connecting to a unit and the other end to an external
power source.

MARKING PLATE (PER
APPLICABLE ORAWING)
ANO TIE-DOWN STRAPS
(MS3367) OR HEAT
SHRINKABLE SLEEVING

DESIGNATION AND (PER APPLICABLE

SYSTEM NOMEMNCLATURE ORAWING AND TIE-
DOWN STRAPS (MSJ367)
OR HEAT SHRINKABLE

CABLE REFERENCE [HARKING PLATE

Pl (MIL-1-23053/5) SLEEVING (MiL-I-
23053/5) P2
v HY P e OF an/TSs- (V) 7 1 | |
Il 1718 .3 DAS0464PN7245640-10 |
{#= 3.00 MAX - 3.00 MAX
TYPE DESIGMATOR DESTIGN AGENCY CODE
OF MATING I[TEM I0ENT AND CARLE PART
UNIT 1 NUMBER EXTERNAL
J18 CONNECTOR POWER SOURCE
2. Cable with one end connecting to an in line cable connector and the
other end with wires to be connected to connector pins on a unit.
TEMPORARY
S REMOVABLE TAG
ALIAL 3012-16 (TYPICAL) >
UNIT 3 P2 P2ysa-n8
CONNECTOR

Pin 18 3312-18
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